(12) 



UK Patent Application „„GB ,,,,2388134 ,„,A 



(43) Date of Printing by UK Office 05.11.2003 



(21) Application No: 

(22) Date of Filing: 

(30) Priority Data: 
(31) 60262434 



0314846.7 
11.01.2002 

(32) 17.01.2001 (33) US 



(86) International Application Data: 
PCT/ US2002/ 000677 En 1 1 .01 .2002 

(87) International Publication Data: 
WO2002/ 068792 En 06.09.2002 



(71) Applicant(s): 

En vent Lire Global Technology 
(Incorporated In USA - Delaware) 
16200 A.Park Row, Houston, Texas 77084, 
United States of America 



(51) INT CI 7 : 
E21B 43/10 

(52) UK CL (Edition V ): 
E1FFLA 

(56) Documents Cited by ISA: 
US 6085838 A 

(58) Field of Search by ISA: 
Other 
U.S.: 

1 66/ 380,207,85.1 ,1 77.4,21 2,21 6,21 7,242.1 ,378 



(72) Inventor(s): 

Robert Lance Cook 
Lev Ring 

(continued on next page) 



(54) Abstract Title: Mono-diameter wellbore casing 

(57) A mono-diameter casing formed when a tubular 
liner (210) and an expansion cone (205) are 
positioned within a new section fo a wellbore (100) 
and the tubular liner (210) is overlapped with a 
pre-existing casing (115). A hardening fluid is 
injected into the section of the wellbore (100) below 
the level of the expansion cone (205) and into the 
annular region between the tubular liner (210) and 
the wellbore (100). The inner and outer regions of 
the tubular liner (210) are isolated. Then a non 
hardening fluid is injected into the interior region of 
the tubular liner (210) to pressurize it below the 
expansion cone (205). The overlapping portion of 
the pre-existing casing (115) and the tubular liner 
(210) are then expanded using an expansion cone 
(205). 
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(57) Abstract: A mono-diameter casing formed 
when a tubular liner (210) and an expansion 
cone (205) arc positioned within a new section 
fo a wcllhore 1 100) and the tubular liner (210) is 
overlapped *ith a pre-existing casing (115). A 
hardening fluid is injected into the section of the 
well bore i tilth bcltiw the level of the expansion cone 
(205) and tnw> the annular region between the tubular 
liner Clin yrwl the uellbore (100). The inner and 
outer revii.n* ft the tubular liner (210) are isolated. 
1 hen j n»*n h.ii tlemn c fluid is injected into die interior 
region •*( the tuhuLir liner (210) to pressurize it below 
the c\r«n*i..» tune 1 205). The overlapping portion 
of the pre e\iMme casing ( 1 15) and the tubular finer 
(21tJ> are then expanded using a 
(205) 
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